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Project Overview ]/

A 6 miles of Safety improvements on previously /
constructed USA Parkway -»

A 12.8 miles of new 4 lane highway with median
A 4 miles on previously graded portion that did not
meet NDOT Road Design standards
A 4 miles through rugged topography
A 4.8 miles through BLM property

A New intersection at US50 (Opal Ave) :
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Proposal

ARFP July 31, 2015
AAmes Prime Contractor

APrinciple DesignHorrocksEngineering
ACA Groug Supplementary Design Consultant
ATerraconc Geotechnical

AQuality Control/Quality Assurance: Rafiatner
AProposal submissionOctober 192015
ANotice of Lower Bidder November 132015

£ VADA

USA Pnrhﬁﬁ

SR 419

Ames Construction, Inc.

4



A $75.9M Original Contract
A $81.4M including Change Orders through March 17, 2017
A $55.5M invoiced through April 29, 2017




CriticalDates

ANTPIc January 12, 2016

AWA1 RFG June 16, 2016

AWAZ2.4 Rough Grade REQune 21, 2016
AWA2 RFGC July 22, 2016

AWA3 RFC September 30, 2016

AWA3 Access to Work Arealanuary 2017
ASubstantial Completiog September 8, 2017



Work Area & Safety Improvements

A Existing road (6 miles) up to AASHT
Safety Standards

A Obstructions in the clear zone




Shoulder Improvement:

A Culvertextensions& Drop Inletinstallation

A Safety End Sect
A Minor Grading
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Landscaping
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A Steel Edging & Rock Mulch installation
Boulder groupings

Bare ground stabilization: rock mulch
& hydroseeding

Trees & Shrubs



Work Area 2.4
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Work Area 2.8
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Work Area 2.2 BLM

A Fairly flat topography
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A No rock cuts

A 2ndwildlife Crossing



Work Area & US50 Intersection

A Roundabout Intersection
A Drainage Improvements
A MOT / Phasing



